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EQUIPMENT IDENTIFICATION
ILLUMINATED SIGN IDENTIFICATION NUMBER:

Sign number - Place on post or structure

Sign No. 12345
10 ISL, SC160,
= Transformer rating (kVA)
Lighting control type
Number and type of fixtures

ELECTROLIER OR EQUIPMENT IDENTIFICATION NUMBER:
12345, - 15'-0',

Do NOT place
on standard or
structure

Mast arm length, if shown.
Do not place on standard or structure.

Equipment number - Place on standard or
structure. Existing equipment numbers are
shown in parenthesis

CONDUIT AND CONDUCTOR IDENTIFICATION:

LE“ B S
Number and size of conductors and cables
Size of conduit in inches

#1, 82, 82P, etc.

Traffic phase identification for signal faces,

detectors and phase diagrams 3

Project note numbers Z

@ © Equipment description, installation or item numbers 7

A A A Conduit run numbers g

SIGNAL AND LIGHTING STANDARD (TYPICAL DESIGNATION): 9A

[

19A, - \3,/-\100,
Wind velocity = 100 mph
Case 3 arm loading
Standard type

Standard Plan sheet number
Detail number or letter

MISCELLANEOUS EQUIPMENT

PROPOSED EXISTING
CMS .
—/1 Changeable message sign
234 X Closed circuit television camera
@ ‘/‘: Highway advisory radio pole and antenna
Ly
EMS S . . .
—/ [,,,]emg Extinguishable message sign
HK Y Detection device
M m M = Microwave
v v V = Video

WIRING DIAGRAM

LEGEND

P Pole

CB Circuit breaker
A Ampere

v Volt

M Metered

UM Unmetered

NB  Neutral bus

GB  Ground bus

G Equipment grounding conductor

External conductor
Conductor or bus

Tie point

Contactor coil
Contactar, Contact NO
Terminal blocks
Contactor, Contact NC
Enclosure bond

N Grounded circuit conductor (Neutral) Grounding electrode
GFCI Ground fault circuit interrupt
Circult breaker
Receptacle
PROPOSED EXISTING
l:l I Pull box-Na. 5 unless otherwise
_ indicated or noted.
3 9A(21) Pull box-Additional designations or
l:l [ descriptions
= No. 32 pull box (C) = Communications pull box
= No. 5 pull box (E) = Pull box with extension
= No. 6 pull box (S) = sprinkler control pull box
- (21) = Anchor bolts and conduit for

No.
No.
No.

(Pendant soffit
pull box
A pull box

5
6
No. 7 (Ceiling pull box)
8
9
9

future installation of Type 21
Standard

(T) = Traffic pull box

pull box)

PROPOSED

VEHICLE

D]ST‘ COUNTV‘ ROUTE ‘

POST MILES
TOTAL PROJECT

SHEET| TOTAL
NO. |SHEETS

May 1, 2006

PLANS APPROVAL DATE

The State of Callfornia or Its offlcers or
agents shall not be_responslble for the accuracy
or complefeness of electronlc coples af this pian
sheer.

To get fo the Calfrans web site, go to: hitp:/ /www.dot.cagov

DETECTORS

Vehicle detector designation

Upper
Lower

Slot number in input file

Input file (1 or J)

Phase

N
U =
L =
EXISTING

A (O

=]
I

Type A detector loop.

Outline of sawcut shown.

Type B detector loop.

Outline of sawcut shown.

Type C detector loop.

Qutline of sawcut shown.

Type D detector loop.

Outline of sawcut shown.

Type E detector loop.

Outline of sawcut shown.

Type Q detector loop.

Outline of sawcut shown.

Magnetic detector

Detector handhole

Magnetometer detectors
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